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Industries Served

Aerospace

Automotive

Communication Infrastructure

Construction

Displays

Electronics

Energy

Food and Beverage

HVAC

Industrial

Lighting

Marine

Mass Transit

Oil and Gas

White Goods

Dairy 
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Applications

Standard Sponge Silicone

Standard Solid Silicone

Speciality Sponge Silicone

Speciality Solid Silicone

Low 
Combustion 
Hazard
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Material

Vibration 
Reduction

Softness Firmness Moisture 
Resistant

Thermal 
Conductive

InsulatingAcoustic 
Performance

Matrix of materials by industry

Legend
Tear 
Strength

Hardness Tensile 
Strength

Elongation



Silicone Engineering’s k ™ solid 
silicone sheeting is designed for 
high temperature/high pressure 
gasketing applications where 
adverse temperatures are present 
and/or where an inert, robust 
polymer is required, which is 
resilient and versatile. Our materials 
are manufactured in a number of 
formulations to provide a choice of 
physical properties and performance 
capabilities to suit a wide range 
of applications. 

With our vast experience and over 
55 years expertise in silicone rubber, 
we manufacture high quality silicone 
on calendared sheeting lines that are 
equipped with the latest technology.

Automated laser gauges allow for 
tight dimensional controls across 
the sheeting and high impingement 
nozzles are used to evenly distribute 
the heat over the entire surface through 
the oven. This enhances the quality, 
technical performance and consistency, 
resulting in excellent sealing properties. 

Available in a range 
of colours

Manufactured  
in a range of 
thicknesses  
0.3mm (0.012 ) to 
20mm (0.79 )

Up to 1800mm  
(70 ) wide on 
selected products

Excellent Ozone 
and UV resistance 

Shore A hardness
from 30-80

Thermally stable 
over a wide range  
of temperatures 
-60°C (-76°F) to 
230°C (450°F)

WRAS approved 
for drinking water 
(Water Regulations 
Advisory Scheme 
BS69200)

FDA compliant

BfR compliant

Features & Benefits

mm inches m inches m Inches m lin-ft

> 0.3 - 0.5 0.012 - 0.02 1.2  47 1.5 59 50 164

> 0.5 - 1 > 0.02 - 0.04 1.2 47 1.8 70 30 98

> 1 - 2 > 0.04 - 0.08 1.2 47 1.8 70 30 98

 > 2 - 4 > 0.08 - 0.16 1.2 47 1.8 70 20 66

 > 4 - 6 > 0.16 - 0.24 1.2 47 1.5 59 10 33

 > 6 - 12 > 0.24 - 0.47 1.2 47 1.2 42 5 16

> 12 - 15 > 0.47 - 0.59 1.2 47 1.2 42 5 16

> 15 - 20 > 0.59 - 0.79 1.0 39 1.0 39 1 3

Thickness Standard Width Max Width Length

Solid Sheeting



Solid Product Availability
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FDA

BFR

WRAS

KTW

FAR25.853 
Vertical 12 Sec

FAR25.853 
Vertical 60 Sec

FAR25.853 
Horizontal
UL94 V-0

UL94 V-1

FMVSS 302

BS6853

EN45545-2

NF161

JISZ 2801:2000

SEA J20A

AA59588 Class 2

BSF152

BSF153

AMS3301H

AMS3302H

AMS3303K

AMS3304G

STANDARD

Food & Water

Fire Retardant

Low Smoke 
& Toxic

Automotive

Antimicrobial

USA Market

General Purpose

Oil Resistant






